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of more than one injection well, oper-
ating with a common manifold. Sepa-
rate monitoring systems for each well
are not required provided the owner/op-
erator demonstrates that manifold
monitoring is comparable to individual
well monitoring.

(c) Reporting requirements. (1) Report-
ing requirements shall at a minimum
include an annual report to the Direc-
tor summarizing the results of moni-
toring required under paragraph (b) of
this section. Such summary shall in-
clude monthly records of injected
fluids, and any major changes in char-
acteristics or sources of injected fluid.
Previously submitted information may
be included by reference.

(2) Owners or operators of hydro-
carbon storage and enhanced recovery
projects may report on a field or
project basis rather than an individual
well basis where manifold monitoring
is used.

(Clean Water Act, Safe Drinking Water Act,
Clean Air Act, Resource Conservation and
Recovery Act; 42 U.S.C. 6905, 6912, 6925, 6927,
6974)

[45 FR 42500, June 24, 1980, as amended at 46
FR 43162, Aug. 27, 1981; 47 FR 5000, Feb. 3,
1982; 48 FR 14293, Apr. 1, 1983; 48 FR 31404,
July 8, 1983]

§ 146.24 Information to be considered
by the Director.

This section sets forth the informa-
tion which must be considered by the
Director in authorizing Class II wells.
Certain maps, cross-sections, tabula-
tions of wells within the area of review,
and other data may be included in the
application by reference provided they
are current, readily available to the Di-
rector (for example, in the permitting
agency’s files) and sufficiently identi-
fied to be retrieved. In cases where
EPA issues the permit, all the informa-
tion in this section is to be submitted
to the Administrator.

(a) Prior to the issuance of a permit
for an existing Class II well to operate
or the construction or conversion of a
new Class II well the Director shall
consider the following:

(1) Information required in 40 CFR
144.31 and 144.31(g);

(2) A map showing the injection well
or project area for which a permit is
sought and the applicable area of re-

view. Within the area of review, the
map must show the number or name
and location of all existing producing
wells, injection wells, abandoned wells,
dry holes, and water wells. The map
may also show surface bodies of waters,
mines (surface and subsurface), quar-
ries and other pertinent surface fea-
tures including residences and roads,
and faults if known or suspended. Only
information of public record and perti-
nent information known to the appli-
cant is required to be included on this
map. This requirement does not apply
to existing Class II wells; and

(3) A tabulation of data reasonably
available from public records or other-
wise known to the applicant on all
wells within the area of review in-
cluded on the map required under para-
graph (a)(2) of this section which pene-
trate the proposed injection zone or, in
the case of Class II wells operating over
the fracture pressure of the injection
formation, all known wells within the
area of review which penetrate forma-
tions affected by the increase in pres-
sure. Such data shall include a descrip-
tion of each well’s type, construction,
date drilled, location, depth, record of
plugging and complete, and any addi-
tional information the Director may
require. In cases where the information
would be repetitive and the wells are of
similar age, type, and construction the
Director may elect to only require data
on a representative number of wells.
This requirement does not apply to ex-
isting Class II wells.

(4) Proposed operating data:
(i) Average and maximum daily rate

and volume of fluids to be injected.
(ii) Average and maximum injection

pressure; and
(iii) Source and an appropriate anal-

ysis of the chemical and physical char-
acteristics of the injection fluid.

(5) Appropriate geological data on
the injection zone and confining zone
including lithologic description, geo-
logical name, thickness and depth;

(6) Geologic name and depth to bot-
tom of all underground sources of
drinking water which may be affected
by the injection;

(7) Schematic or other appropriate
drawings of the surface and subsurface
construction details of the well;
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(8) In the case of new injection wells
the corrective action proposed to be
taken by the applicant under 40 CFR
122.44;

(9) A certificate that the applicant
has assured through a performance
bond or other appropriate means, the
resources necessary to close plug or
abandon the well as required by 40 CFR
122.42(g);

(b) In addition the Director may con-
sider the following:

(1) Proposed formation testing pro-
gram to obtain the information re-
quired by § 146.22(g);

(2) Proposed stimulation program;
(3) Proposed injection procedure;
(4) Proposed contingency plans, if

any, to cope with well failures so as to
prevent migration of contaminating
fluids into an underground source of
drinking water;

(5) Plans for meeting the monitoring
requirements of § 146.23(b).

(c) Prior to granting approval for the
operation of a Class II well the Direc-
tor shall consider the following infor-
mation:

(1) All available logging and testing
program data on the well;

(2) A demonstration of mechanical
integrity pursuant to § 146.8;

(3) The anticipated maximum pres-
sure and flow rate at which the per-
mittee will operate.

(4) The results of the formation test-
ing program;

(5) The actual injection procedure;
and

(6) For new wells the status of correc-
tive action on defective wells in the
area of review.

(d) Prior to granting approval for the
plugging and abandonment of a Class II
well the Director shall consider the fol-
lowing information:

(1) The type, and number of plugs to
be used;

(2) The placement of each plug in-
cluding the elevation of top and bot-
tom;

(3) The type, grade, and quantity of
cement to be used;

(4) The method of placement of the
plugs; and

(5) The procedure to be used to meet
the requirements of § 146.10(c).

(Clean Water Act, Safe Drinking Water Act,
Clean Air Act, Resource Conservation and
Recovery Act: 42 U.S.C. 6905, 6912, 6925, 6927,
6974)

[45 FR 42500, June 24, 1980, as amended at 46
FR 43162, Aug. 27, 1981; 47 FR 5000, Feb. 3,
1982; 48 FR 14293, Apr. 1, 1983]

Subpart D—Criteria and Standards
Applicable to Class III Wells

§ 146.31 Applicability.
This subpart establishes criteria and

standards for underground injection
control programs to regulate Class III
wells.

§ 146.32 Construction requirements.
(a) All new Class III wells shall be

cased and cemented to prevent the mi-
gration of fluids into or between under-
ground sources of drinking water. The
Director may waive the cementing re-
quirement for new wells in existing
projects or portions of existing projects
where he has substantial evidence that
no contamination of underground
sources of drinking water would result.
The casing and cement used in the con-
struction of each newly drilled well
shall be designed for the life expect-
ancy of the well. In determining and
specifying casing and cementing re-
quirements, the following factors shall
be considered:

(1) Depth to the injection zone;
(2) Injection pressure, external pres-

sure, internal pressure, axial loading,
etc.;

(3) Hole size;
(4) Size and grade of all casing

strings (wall thickness, diameter,
nominal weight, length, joint specifica-
tion, and construction material);

(5) Corrosiveness of injected fluids
and formation fluids;

(6) Lithology of injection and con-
fining zones; and

(7) Type and grade of cement.
(b) Appropriate logs and other tests

shall be conducted during the drilling
and construction of new Class III wells.
A descriptive report interpreting the
results of such logs and tests shall be
prepared by a knowledgeable log ana-
lyst and submitted to the Director. The
logs and tests appropriate to each type

VerDate 11<MAY>2000 09:34 Aug 21, 2000 Jkt 190150 PO 00000 Frm 00711 Fmt 8010 Sfmt 8010 Y:\SGML\190150T.XXX pfrm07 PsN: 190150T


